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Nippon Paint Butyl Tape 

www.nipponpaintdecor.com 

FEATURES           

  Nippon Paint Butyl Tape is waterproof tape designed for sealing joints and preventing leaks. It is 

free from bitumen or asphalt, which means the tape remains non-black and does not melt under 

sunlight or heat. It features a high-quality aluminum coating for added durability and can be 

painted over. 

  • Made from 100% butyl, with no asphalt content 

• Prevents and resolves water leakage issues 

• Resistant to weather, heat, and UV rays 

• Does not melt under sunlight or heat 

• Excellent adhesion to almost all types of construction surfaces 

• Coated with premium aluminum 

• Easy to use and paintable 

• Long shelf life of 5 years  

PRODUCT INFORMATION   

Type Grey tape coated with aluminum 

Grade Ultra-premium 

Recommended substrate Suitable for sealing tile roof joints, metal sheet roofs, roof fasteners, roof extension joints, roof 

ridge joints, gutters, awning joints, and soffit joints. 

Size 5 cm x 3 m (24 rolls/box) 

10 cm x 3 m (12 rolls/box) 

30 cm x 3 m (4 rolls/box) 

TECHNICAL INFORMATION 

Color Grey butyl tape coated with aluminum 

Thickness 1 mm  

Consumption Dependent on the area where tape is applied 

Working Temperature -30°C to 60°C  

Operating Temperature -30°C to 140°C  

SURFACE PREPARATION   

 Clean the surface thoroughly, removing dust, debris, and any contaminants. 

APPLICATION METHOD   

 ‧ Cut the Nippon Paint Butyl Tape to the required length. Remove the plastic film from the 

adhesive side. 

‧ Press the tape firmly onto the surface, ensuring no air bubbles are trapped. 

‧ For overlapping tape sections, allow at least a 5 cm overlap. 
Note: Nippon Paint Butyl Tape is not suitable for joints or areas exposed to water pressure. 

HANDLING AND STORAGE 

Storage condition Store in a cool, dry area, avoiding direct sunlight or outdoor storage. Ensure good ventilation, and 

keep rolls unwrinkled. For temporary storage, separate the tape from other products with 

adequate spacing. 

Shelf life  5 years at 10-35 °C 

SAFETY PRECAUTIONS Precautions and usage safety information are provided in the safety data sheet. 

DISCLAMER The above information is given to the best of our knowledge based on laboratory tests and 

practical experience. However, since we cannot anticipate or control the many conditions under 

which our products may be used, we can only guarantee the quality of the product itself.  

We reserve the right to alter the given without prior notice.  

NOTE The data are average values for reference only. However, the actual value depends on 

environmental conditions. 

 


